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Type JP362  Open Spring Mount for 
High Loads 

   

Specification  Open spring mount consisting of Helical 
Spring Coil encapsulated in Neoprene 
Caps. Top cap fitted with fixing/levelling 
bolt. Bottom cap bolted to carbon steel 
zinc plated base plate. 

   

Application  Stourflex open spring mounts are 
designed to provide both low and high 
frequency isolation from vibration and 
shock. JP362 open spring mounts are 
designed to reduce noise and vibration 
on pumps, axial & centrifugal fans, 
compressors, air handling equipment, 
refrigeration Units and other 
reciprocating machinery. 
. 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Where higher load ratings or greater deflections are required, please contact our technical 
sales team who will offer a bespoke or multiple spring mount.  
 
Stourflex open spring mounts should be sized and positioned to equally distribute and 
balance the load and deflection on the item of plant or equipment requiring isolation. 
 
Stourflex products should be installed in accordance with our fitting instructions. 
 

For larger loads, two spring mounts are individually bolted side by side to a carbon steel plate which 
has a centrally located M12 fixing/levelling bolt JP362 mounts are used with Stourflex type JP360 
inertia bases, usually in sets of 4 or 6. 
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Installation, Operation and Maintenance Instructions 
for JP362 Open Spring Mounts. 

 

Storage  Open spring mounts should be stored in a clean dry area and be protected from damage 
caused by other items of plant and equipment. 
  

Inspection  Open spring mounts should be inspected for any internal or external damage to the spring.  
  

Selection  The Stourflex range of Open spring mounts are designed to be used on a wide range of 
industrial applications. Check that the correct spring mount has been selected for the load. 
Type JP362 open spring mounts should only be used in compression, and never in 
tension or shear. Failure to select the correct mount may result in potential failure of the 
anti-vibration mount. 
  

Installation  Before installation, please carefully review the data on the Stourflex datasheet to ensure 
your equipment and installation environment does not exceed the products limitations.  
 
 

Step 1:  Ensure all anti-vibration Mounts are of the correct variant for the application and are 
undamaged. Remove the top nut washer from the levelling stud assembly. Wind the lower 
levelling nut and washer down the levelling stud until it reaches the nut. 
 

Step 2:

 

Position the antivibration mounts beneath the base of the equipment that is to be isolated. 
Line up the holes in the base of the equipment with the levelling studs on the anti-vibration 
mounts. Procced to lower the equipment down onto the anti-vibration mounts.  
 

Step 3: It will be noted that each mount will have deflected by a varying amount due to the static 
loads applied. The equipment can be levelled by adjusting the lower levelling nut on each 
anti-vibration mount. The levelling process should take place by first starting with the 
mount that has deflected the greatest and continuing in ascending order until the 
equipment is level. 
 

 Step 4: Once the equipment is level, replace the top levelling nut and washer and suitably tighten 
down. Each mount features holes to allow it to be bolted directly to the floor or supporting 
structure. 
 
 

Maintenance:
When properly installed and used at their correct operating conditions, Open spring 
mounts will give many years of trouble-free service, and further adjustments and 
maintenance should not be required. However, the mounts should be periodically 
inspected for signs of deterioration, accidental damage or misuse.  

 
 
        

 


